
EOS Saunatechnik GmbH  |  Schneiderstriesch 1  |  35759 Driedorf  |  Germany  |  Tel. +49 (0) 2775 82 - 0  |  www.eos-sauna.com  |  info@eos-sauna.de  

IP x4 made in Germany

An eye-catcher and attraction in your sauna at the same time. 
The unique mill wheel in combination with the high-quality 
EOS 34.GM HD sauna heater creates a special atmosphere in 
every situation. Thanks to the reinforced construction, the 
heavy-duty heater is ideal for intensive commercial use.
The special highlight is the stylish mill wheel, which constant-
ly rotates during operation. At regular intervals, the wheel 
starts to rotate in the opposite direction for a short time, 
pouring the water onto the cascade above the heater, which 
creates a series of powerful, impressive steam shocks.

Your advantages:
• Exclusive design – stylish mill wheel with a unique function for 

spectacular sauna infusions.
• Mill wheel includes pre-mounted drive and control box.
• Adjustable time intervals (30, 45, 60 minutes).
• Automatic water refilling, thanks to the built-in top-up device  

(water connection required).
• 34.GM HD sauna heater with front panel made of massive 

granite stone. Copper rails as standard inner wiring – perfectly 
suitable for saunas with particularly intensive use.

• Made in Germany quality from EOS.

Specifications:
Mill wheel:  Aluminum frame in anthracite,   

scoops made of stainless steel
Power supply (wheel): 230 V N ~ 50 Hz
Sauna heater: 34.GM HD, Stainless steel, granite front 

panel (external control unit required)
Power range: 18.0, 27.0, 30.0 and 36.0 kW
Power supply (heater): 400 V 3N ~ 50 Hz
Stone volume: approx. 30 / 45 kg (Stones optionally available)

Dimensions (HxWxD): 95 x 75 x 53 cm (heater, size 1, 18 kW)
 95 x 100 x 53 cm (heater, size 2, 27-36 kW)
 170 x 120 x 98 cm (mill + heater)

Technical data sheet

EOS Water mill sauna
With EOS 34.GM HD sauna heater – for 
spectacular sauna infusions.
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Druck-Nr.: 29342893 34.23
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Connection diagram Minimum clearances

Technical specifications

Technical changes reserved

18* - 27 kW with load distribution between control unit and power extension unit

30 - 36 kW without load distribution

Power 
output

Electrical 
connection

Connection 
mains - 

control unit

Connection 
control unit - 

heater

Connection 
mains - LSG

Connection 
LSG - heater

Connection 
control unit - 

LSG unit

18 kW

400 V 3N ~ 
50 Hz

5 x 2,5 mm² 5 x 1,5 mm²
5 x 2,5 mm² 5 x 1,5 mm²

4 x 1,5 mm²
27 kW 5 x 6 mm² 5 x 6 mm²

30 kW
3 x 1,5 mm² --

5 x 10 mm² 2 St. 5 x 6 mm²

36 kW 5 x 16 mm² 2 St. 5 x 6 mm²

All cross sections of a line are minimum diameters in mm² (copper wire).

Item no.
Power 
output

Fuse protection 
control unit

Fuse protection 
LSG unit

Heater 
dimensions 

H/W/D, in cm

For sauna 
cabin size

Min. size of 
air inlet and 

outlet

Weight  
without rocks

Stone 
filling

Power 
extension 
required

Suitable 
control units

94 6385 18 kW Sauna heater:
3 x 16 A

Mill wheel:
1 x 16 A

3 x 16 A 95 / 75 / 53 24 - 30 m³ 50 x 6 cm 49 kg 30 kg LSG 10* EOS Econ D2-4,
Compact D-,
EmoTec D-,

EmoStyle D / Hi-,
EmoTouch 3 series

94 6386 27 kW 3 x 35 A

95 / 100 / 53

40 - 50 m³ 50 x 9 cm 62,5 kg

45 kg

LSG 18

94 6387 30 kW 3 x 50 A 50 - 65 m³
50 x 10 cm

63,5 kg
LSG 36

94 6388 36 kW 3 x 63 A 65 - 75 m³ 65,5 kg

*Note:  No additional LSG unit is required for EOS Compact D18 control units – only for 18 kW models.

Dimensions in mm


